First original design submachine gun by private sector in Turkey; **SAR 109C**

**SAR 109C**
Submachine Gun

- 9x19 mm, 22 cm Barrel - Effective and Accurate shooting
- Blowback operated - about 900 rounds per minute
- Without magazine 2550 gr weight - Easy to use and portable
- 2 Stage Mechanical Rear Sight which allows shooter to swap between 50-100m distances
- 10 / 20 / 30 rounds capacity, lightweight and durable magazine
- All accessories can easily use modular picatinny rail system
- Adjustable telescopic stock
- Usage and instruction integrity with the AR 15 rifle series.

**Advanced engineering** methods used in design and production for military and police QCB (Close Combat Battle) situations.
For tactical purposes new generation submachine gun, manufactured in Turkey, SAR 109T

**SAR 109T**
Tactical Submachine Gun

- 9x19 mm, 22 cm Barrel - Effective and Accurate shooting
- Blowback operated - about 900 rounds per minute
- Without magazine 2500 gr weight - Easy to use and portable
- 2 Stage Mechanical Rear Sight which allows shooter to swap between 50-100m distances
- 10 / 20 / 30 rounds capacity, lightweight and durable magazine.
- All accessories can easily use modular picatinny rail system.
- Adjustable telescopic stock,
- Usage and instruction integrity with the AR 15 rifle series.

Advanced engineering methods used in design and production for military and police use.

SARSIILMAZ
ACCESSORIES

Folding Front and Rear Sight Sets

10 rounds steel magazine

20 rounds steel magazine

30 rounds steel magazine

Forearm Rail Accessories

TURKEY’S FIRST ORIGINALLY DESIGNED SUBMACHINE GUN MANUFACTURED DOMESTICALLY BY LEADING COMPANY IN GUN MANUFACTURING, SARSILMAZ.

SAR 109C
Submachine Gun

SAR 109T
Tactical Submachine Gun
### SAR 109C - SAR 109T Technical Specifications

<table>
<thead>
<tr>
<th>Specification</th>
<th>SAR 109C</th>
<th>SAR 109T</th>
</tr>
</thead>
<tbody>
<tr>
<td>Caliber</td>
<td>9x19 mm</td>
<td></td>
</tr>
<tr>
<td>Overall Length</td>
<td>Retracted: 24.80” - 630 mm</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Extended: 27.16” - 690 mm</td>
<td></td>
</tr>
<tr>
<td>Barrel Length</td>
<td>8.6” - 220 mm</td>
<td></td>
</tr>
<tr>
<td>Rifling</td>
<td>1/10” - 250 mm</td>
<td></td>
</tr>
<tr>
<td>Barrel Type</td>
<td>Rifled: 6 RH</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Polygonal: 6 RH</td>
<td></td>
</tr>
<tr>
<td>Weight</td>
<td>Without Magazine: SAR 109C: 5.62 lb - 2550 gr</td>
<td>SAR 109T: 5.51 lb - 2500 gr</td>
</tr>
<tr>
<td>Muzzle Velocity</td>
<td>1300 ft/s - 396 m/s</td>
<td></td>
</tr>
<tr>
<td>Rate of Fire</td>
<td>About 900 rnd/min</td>
<td></td>
</tr>
</tbody>
</table>

---

**SARSLMMAZ**

Since 1880

www.sarsilmaz.com

---

**Factory**

Düzce 1. Organize Sanayi Bölgesi 5. Cad. No: 20 Beyköy Beldesi - DÜZCE / TURKEY
Tel: +90 380 548 85 61/62 - 548 84 50 - 548 80 11 Fax: +90 380 548 85 63

---

**İstanbul**

İnönü Cd. No: 34 Gümişsuyu - İSTANBUL / TURKEY
Tel: +90 216 266 44 00 - 10 Fax: +90 216 557 54 83

---

**Ankara**

Mebus Evleri Mah. Dögel Cad. Meçhul Asker Sk. No: 18/2 Çankaya - ANKARA / TURKEY
Tel: +90 312 213 19 99 - 215 10 46 Fax: +90 312 213 03 19